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frading as AWTA Textile Testing :

TEST NUMBER : T-4B1095-CV
DATE : 05/01/99
JAMPLE DESCRIPTION CLIENTS REF: FREEWAY SOUND WALL
POLYMER PANELS (200mmx450mmx30mm THICK)
COLOUR: GREY
APPROX MRSS: 950kg/m3
THESE REEULTS MUOBT EE CONEIDERED IN CONJUNCTION
WITH THE COMMENTS ON TEE FOLLOWING PAGE(S)
MATERIAL SPECIFICATION PROVIDED BY CLIENT:
- NOMINAL COMPOSITION: POLYURETHANE/LDPE,/DPADPER
(RECYCLED MATERIAL)
AS 1530.3.1985 SIMULTANEOUS DETERMINATICON OF IGHMITABILITY, FLAME
AMDT NQ 1 APR 52 FPROPAGATION, HEAT RELEASE AND SMOKE RELEASE.
RESULTS: MEAN STANDARTY ERREOR
TGNITION TIME 6,47 min .14
FLAME PROPAGATION TIME 35.8 5 2.0
HEAT RELEASE INTEGRAL 233.4 kJ/mz o S
SMCKE RELEASE, LOG D -0.358486 0.0484
QPTICAL DENSITY, D 0.4153 /m
NUMEER OF SPECIMENS ITGNITED: )
MIMBER OF SPECIMENS TESTED: =]
REGULATORY IGHNITABILITY THDEX 14 RENGE 0-20
ITHNDICES: SPREAT] OF FLAME TNDEI 8 RANGE 0-10
HEAT EVOLVED INDEX 9 RANGE 0-10
SMOKE DEVELOPED INDEX & RANGE 0-10
COMMENTS ;
THE RESULTS OF THIS FIRE TEST MAY BE USED TO DIRECTLY ASSESS
FIRE HAZARD, BUT IT SHOULD BE RECOGNIFED THAT A SINGLE TEST
METHOD WILL NOT PROVIDE A FULL ASSESSMENT OF FIRE HAZARD UNDER
ALL FIRE CONDITIONS.
EACH TEST SPECIMEN HAD AN UNATTACHED BACKING OF 4.5mm THICEK
FIBRE REINFORCED CEMENT BOARD.
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TEST REPORT

TEST WNOMBER : 7-481095-CV
DATE : 05/01/9%9

EACH TEST SPECIMEN WAS RESTRAINED ON THE EXPOSED FACE BY A TAYER
OF CALVANISED WELDED SQUARE MESH MADE FRCM WIRE OF NOMINAL
DIAMETER 0. 8mm AND NOMINAL SPACING 12mm IN BOTH DIRECTIONS AND
THE ASSEMBLY CLAMPED IN FOUR PLACES.

THE SPECIMENS MELTED AWAY FROM THE AREA OF MAXIMUM HEAT AND
PRODUCED FLAMING DROPLETS DURING THE TEST. DUE TO THIS
PHENOMENA IT SHOULD BE RECOGNISED THAT THIS TEST RESULT MAY

NOT EE A TRUE INDICATION OF THE PRODUCT'S FIRE HAZAKD PROPERTIES.
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